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Screw recommandation

PPE mandatory.

For the storage and transport of our fuses Mersen recommends the following guidelines:
• Stored in sheltered warehouse in the original packing used for product delivered by Mersen.
• Storage temperature between -40°C and 70°C.
• Temperature variation in the warehouse must be less than 5°C within 1 hour.
• The humidity (in tropical conditions for instance) limits the temperature conditions

according to the table below.
• No product fall or shock.
• No projection or runoff of liquid on the products and their packaging.

Mersen advise a maximum storage duration of 10 years under these conditions.

Use class 8.8 screws and flat washers made of zinc-plated steel.

WARNING : 
Use metric set screw for fuses with TTF threaded flush end square-body fuse.
Use UNC studs for fuses with TTI threaded flush end square-body fuse.

Storage conditions
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Microswitch mounting allowed on square body fuses following sizes : 

C – D – E – H – G

For connection pin width please refer 
to our Microswitch datasheet.

The Microswitch can be easily 
mounted by clipping it onto the base.

Relative humidity Maximum storage temperature

90% 20°C

50% 40°C



Square body fuse mounting with set screw Flush end fuses tightening torque specification

Fuse 
size

Thread 
type

Threaded 
depth 

Set screw 
size

Nut tightening 
torque (8.8 Dry)

C TTF 90
+1 mm M12 46−4

+0 N.m

D
H

TTQF 90
+1 mm M10 26−2

+0 N.m

E TTQF 11,50
+1 mm M10 26−2

+0 N.mCAUTION:
We recommend the use of a set screw, a
washer and a nut whose quality suited to
all MERSEN flush end square body fuses.

Set screw

Connection
bar

Screw the set screw in by hand until it stops. Hold the set screw in place with the Allen
wrench and tighten the nut according to the tightening torque in the table below:
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1. Fuse
2. Connection bar
3. Set screw
4. Washer
5. Nut

Hold the Allen 
wrench in place.



KI/LI blades direct mounting

Fuse size Blade type Screw size
Nut tightening torque 

(8.8 Dry)

C KI/LI

M12 62−6
+6 N.m

1/2“ - 13 548.75−53.1
+53.1 lb.in

Blade fuses tightening torque specification

Tightening torque on specific base : refer to the associated base documentation.
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Fuse 
size

Thread 
type

Set screw 
size

Nut tightening 
torque (8.8 Dry)

G PLAF M12 46−4
+0 N.m

PLAF plate direct mounting

Plate fuses tightening torque specification
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