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SIGNAL & POWER

TRANSFER SYSTEMS

FACTS & FIGURES

▪ Dimensions (L x W x H)

      720 x 220 x 320 ( 380 ) mm

▪ Weight: 

      87 kg

▪ IP protection class: 

      IP 54 class 2

▪ Number of channels: 

      15 ways

▪ Max. voltage / current

350 VDC – 150 A

230 VAC – 50 A

230 VAC – 16 A / 2 A

▪ Data / Signal:

Data Bus

30 VDC – 500 mA

USDK699 is a modern technology data and power slip 

ring system, using Mersen premium carbon brush 

grades and fiber optics to transmit all important signal 

and power channels

Mersen premium carbon grades are based on 

tribological experience with low wear rate, which 

translates to less dusting, reliable data transfer, power 

and extended life of the component.

The design was optimized to withstand harsh

operating conditions and a wide range of vibration

frequencies:

▪ Including stator and rotor side cable harnesses

▪ Cleaning is a quick process with removable cover

as shown overleaf.

USDK699 for Enercon 

E-58/10.58; E-66/15.66; 

E-66/18.70; E-66/20.70; 

E-70/15.66; E-70/18.70; 

E-70/20.70 

Wind Turbines
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Contact: info.ptt@mersen.com
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Torque arm including cable and connector support

Rotor side

Rotor connector support Stator side

Rotor connector support
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